
FDR-AX100 VIDEO OUTPUT OVER HDMI
All external video recordings were clean (no overlay information),

even when the recording was made with the camera in STBY mode.
A few of the recording modes were checked for any quality improvement when compared to the 
in-camera recording and no improvement was noted.  Samples consisted of Hyperdeck Shuttle2 
ProRes (HQ) 422 (220Mbps) and Uncompressed 10-bit (1,326Mbps) clips.

	CAMERA SETTINGS
	HYPERDECK SHUTTLE 2

RECORDING RESULTS

	FILE FORMAT
	FPS
	REC/STBY
	HDMI MODE
	

	XAVC S 4K
	30p
	REC
	1080P
	No signal

	XAVC S 4K
	30p
	REC
	2160p/1080p
	No signal

	XAVC S 4K
	30p
	REC
	1080i
	Audio only

	XAVC S 4K
	30p
	REC
	AUTO
	Audio only

	XAVC S 4K
	30p
	REC
	720P
	Audio only

	XAVC S 4K
	30p
	STBY
	AUTO
	1080i

	XAVC S HD
	30p
	REC
	AUTO
	1080i

	XAVC S HD
	30p
	REC
	1080p
	No signal

	XAVC S HD
	30p
	REC
	720P
	720 60p

	XAVC S HD
	30p
	REC
	2160p/1080p
	No signal

	XAVC S HD
	30p
	REC
	1080i
	1080i

	XAVC S HD
	120p
	REC
	720p
	720 60p

	XAVC S HD
	120p
	REC
	1080p
	No signal

	XAVC S HD
	120p
	REC
	AUTO
	1080i

	XAVC S HD
	120p
	REC
	2160p/1080p
	No signal

	XAVC S HD
	120p
	REC
	1080i
	1080i

	XAVC S HD
	120p
	STBY
	1080i
	1080i

	XAVC S HD
	30p
	STBY
	720p
	720 60p

	XAVC S HD
	24p
	STBY
	AUTO
	1080i

	AVCHD
	24p
	REC
	720p
	720 60p

	AVCHD
	30p
	REC
	1080p
	No signal

	AVCHD
	60p
	REC
	AUTO
	1080i

	AVCHD
	60i
	REC
	AUTO
	1080i



